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TECHNICAL NOTE                                                                                                        07.15.v1 

 
PRODUCT SPECIFICATION HERTALAN® HERTALED 
 
HERTALAN®  
Since 1965, Carlisle Construction Materials BV has been producing and selling various synthetic rubber foils of 
extremely high quality all around the world. The successful HERTALAN® EPDM foil is the best known of those products. 
 
HERTALED 
HERTALED is the economic and ecological alternative to lead sheet applications in cavity walls, around window frames 
and along roof lights. HERTALED is a composite of an HERTALAN® EPDM strip and 200 mm wide expanded aluminium. 
HERTALED does not leach and has an extremely long lifespan because of its EPDM finish. 
 

HERTALED (FULL ALU REINFORCEMENT) 
Length 6 or 12 m Polymer EPDM 
Width 210 / 400 mm Colour Black 

Thickness 2.0 mm Mass 2.75 kg/m² 
HERTALED (200 MM ALU REINFORCEMENT) 

Length 6 or 12 m Polymer EPDM 
Width 450 / 650 mm Colour Black 

Thickness 2.0 mm Mass 1.8 / 1.5 kg/m² 
 
Material properties  Specifications Measured 
Appearance (EN1850-2)  Comply Complies 
Straightness of the edges (EN1848-2) mm ≤ 30 Complies 
Flatness (EN1848-2) mm ≤ 10 Complies 
Nail shank (l/t) (EN 12310-1) N ≥ 50 70 
Ageing (EN 1296 / EN 1928) - Comply Complies 
Shear resistance of joints (EN 12317-2) N/50mm ≥ 200 282 
Fire resistance (EN 13501-1) - Class E Class E 
Fold resistance at reduced temperature (EN 495-5) °C ≤ -45 ≤ -45 
Watertightness (EN 1928) - Watertight Complies 
Alkali resistance (EN 1847 / EN 1928) - Comply Complies 
Water-vapour transmission rate (EN 1931) - 70,000 70,000 
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